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February f, 2001

State of Utah
Department of Natural Resources
Division of Oil, Gas and Mining
ATTN: Lisha Cordova
P.O. Box 145601
Salt Lake City, UT 84114-5801

RE: Applications for Permits to Drill

Dear Lisha:

Please find attached Applications for Permits to Drill(APDs) the followingwells:

Wells Draw Unit#2-32-8-16
Wells Draw Unit #3-32-8-16
Wells Draw Unit #4-32-8-16

Please note that due to topographicconstraints, Inland is requesting an exception location
for the Wells Draw Unit #4-32-8-16. The requested location for this well is 975' fnl and 851'
fwl,which is 851' from the nearest Unit boundary.

Please send approved APDs to Brad Mecham at Inland's field office in Pleasant Valley.
Contact me at (970) 481-1202 ifyou have any questions or require additional information.
Thank you for your assistance with these APDs.

Respectfully,

Jon D. Holst
Pemitting Agent
Inland Production Company
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FORM 3

STATE OF UTAH

DIVISION OF OIL, GAS AND MINING 5.LEASEDESIGNATIONANDSERIALNO.
ML-21836

6. IF INDIAN, ALLOTTEE OR TRIBE NAME

APPLICATION FOR PERMIT TO DRILL, DEEPEN
la.TYPEOFWORK DRILL | x |DEEPEN I I 7.UNITAG MENTNAME

lb. TYPE OF WELL Wells Draw Unit
SINGLE MULTIPLE 8. FARM OR LEASE NAME

OIL X GAS | OTHER ZONE ZONE | \ Wells Draw Unit
2. NAME OF OPERATOR 9. WELL NO.

Inland Production Company #2-32-8-16
3. ADDRESS AND TELEPHONE NUMBER: 10. FIELD AND ÓOL OR WILDCAT

410 - 17th Street, Suite 700, Denver, CO 80202 Phone: (303) 893-0102 onument Butte
4. LOCATION OF WELL (FOOTAGE) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:

At Surface NWNE 470' FNL 1958' FEL 3Ú90 -

At proposed Producing Zone 5 73 y /5 E NWNE
Sec. 32, TSS, R16E

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. County 13. STATE

Approximately 11.5 Miles southwest of Myton, UT Duchesne UT
15. DISTANCE FROM PROPOSED* LOCATION TO NEAREST PROPERTY 16. NO. OF ACRES IN LEASE 17.NO. OF ACRES ASSIGNED TO THIS WELL

OR LEASE LINE, FT.(Also to nearest drig. unit line, if any)

Approx 470' f/lse line & 470' f/unit line 640 40
18. DISTANCE FROM PROPOSED LOCATION* TO NEAREST WELL, 19. PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS

DRILLING, COMPLETED, OR APPLIED FOR ON THIS LEASE, FT.

Approximately 1280' 6500' Rotary
21. ELEVATIONS (Show whether DF, RT, GR, etc.) 22. APPROX. DATE WORK WILL START*

5674.2' GR 1st Quarter2001
a PROPOSED CASING AND CEMENTING PROGRAM
SIZE OF HOLE SIZE OF CASING wmoHT/FooT SETTING DEPTH QUANTITY OF CEMENT

12 1/4 8 5/8 24# 290' 155 sx +/- 10%
7 7/8 5 1/2 15.5# TD 275 sx lead followed by 450 sx tail

See Detail Below

DESCRIBE PROPOSED PROGRAM: If proposal is to deepen, give date on present productive zone and proposed new productive zone. Ifproposal is to drill or deepen directionally, give pertinent data on

subsurface locations and measured and true verticaldepths. Give blowout preventer program, if any.
*The actual cement volumes will be calculated off of the open hole logs, plus 15% excess:

SURFACE PIPE - 155 sx Class G Cement +/I 10%, w/ 2% CaCl2 & 1/4#/sk Cello-flake
Weight: 15.8 PPG YIELD: 1.17 Cu Ft/sk H2O Req: 5 gal/sk

LONG STRING - Lead: Premium Lite II Cement + 31bs/sk BA-90 + 3% KCI +
.25 lbs/sk Cello Flake + 2 lbs/sk Kol Seal +

10% Bentonite + .5% Sodium Metasilicate
Weight: 11.0 PPG YIELD: 3.43 Cu Ft/sk H2O Req: 21.04 gal/sk

Tail: 50-50 Poz-Class G Cement + 3% KCl +
.25 lbs/sk Cello Flake + 2% Bentonite + .3% Sodium Metasilicate

N e&Signature

PPG YIELD: 59 Cuer tktingH2OReq: 7.88 gal/s
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T8S, Ri6 E, S. L.B. &M. INLæ Paavactiox coxPar
SB9'57'W - 80.02 (G.L.O.)
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ts7o I rato o lato '
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NOTES: FILE



O
United States Department of the Interior

BUREAU OF LAND MANAGEMENT
Utah State Office
P.O. Box 45155

Salt Lake City, Utah 84145-0155

IN REPLY REFER TO:
3160
(UT-922)

February 15, 2001

Memorandum

To: Assistant District Manager Minerals, Vernal District

From: Michael Coulthard, Petroleum Engineer

Subject: 2001 Plan of Development Wells Draw Unit
Duchesne County, Utah.

Pursuant to email between Lisha Cordova, Division of Oil, Gas and
Mining, and Mickey Coulthard, Utah State Office, Bureau of Land
Management. The following wells are planned for calendar year
2001 within the Wells Draw Unit, Duchesne County, Utah.

API # WELL NAME LOCATION

Proposed Producing Zone - Green River

43-013-32220 Wells Draw 2-32-8-16 Sec. 32 T8S, R16E 0470 FNL 1958 FEL
43-013-32221 Wells Draw 3-32-8-16 Sec. 32 T8S, R16E 0504 FNL 2096 FWL
43-013-32222 Wells Draw 4-32-8-16 Sec. 32 T8S, R16E 0975 FNL 0851 FWL

This office has no objection to permitting the wells at this
time.

/s/ Michael L. Coulthard

bcc: File - Wells Draw Unit
Division of Oil Gas and Mining
Agr. Sec. Chron
Fluid Chron



O O
INLAND PRODUCTION COMPANY

WELLS DRAW UNIT 2-32-8-16
NWNE SECTION 32, T8S, RI6E
DUCHESNE COUNTY, UTAH

TEN POINT DRILLING PROGRAM

l. GEOLOGIC SURFACE FORMATION:

Uinta formation of Upper Eocene Age ÛÍ
2. ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERSOIL,

NING
Uinta 0 - 1700'
Green River 1700'
Wasatch 6500'

3. ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL, GAS OR MINERALS:

Green River Formation 1700' - 6500' - Oil

4. PROPOSED CASING PROGRAM:

Surface Casing: 8-5/8" J-55 24# w/ST&C collars; set at 290' (New)
Production Casing:5-l/2" J-55, 15.5# w/LT&C collars; set at TD (New or used, inspected); or
4-1/2" J-55 11.6# w/LT&C collars; set at TD (New or used, inspected)

5. MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

The operator's minimum specifications for pressure control equipment are as follows:

An 8" Series 900 Annular Bag type BOP and an 8" Double Ram Hydraulic unit with a closing unit
will be utilized. Function test of BOP's will be check daily.

Refer to Exhibit F for a diagram of BOP equipment that will be used on this well.

6. TYPE AND CHARACTERISTICS OF THE PROPOSED CIRCULATION MUDS:

The well will be drilled with fresh water through the Uinta Formation. From the top of the Green
River Formation @1700' +/- to TD, a fresh water/polymer system will be utilized. If necessary,
to control formation fluids, the system will be weighted with the addition of bentonite gel, and if
conditions warrant, barite. This fresh water system will contain Total Dissolved Solids (TDS) of
less than 3000 PPM. Neither potassium chloride nor chromates will be utilized in the fluid
system. The anticipated mud weight is 8.4 ppg and weighted as necessary for gas control.

AIR DRILLING

In the event that the proposed location is to be "Air Drilled", Inland requests a variance to
regulations requiring a straight run blooie line. Inland proposes that the flowline will contain two
(2) 90-degree turns. Inland also requests a variance to regulations requiring an automatic igniter
or continuous pilot light on the blooie line. Inland requests authorization to ignite as needed, and
the flowline at 80'.

Inland Production Company requests that the spark arrest, exhaust, or water cooled exhaust be
waived under the Special Drilling Operations of Onshore Order



Ten Point Well Program &
Thirteen Point Well Program
Page 2 of7

MUD PROGRAM MUD TYPE
Surfäce - 3200' fresh water or air/mist system
3200' - TD' fresh water system

From surface to ± 3200 feet will be drilled with either fresh water or an air/mist system, depending
on the drilling contractor's preference. From about 3200 feet, or in the case of the air/mist system
when hole conditions dictate, to TD, a fresh water system will be utilized. Clay inhibition and
hole stability will be achieved with a KCL substitute additive. This fresh water system will
typically contain Total Dissolved Solids (TDS) of less than 3000 PPM. Anticipated mud weight is
8.4 lbs/gal. If necessary to control formation fluids or pressure, the system will be weighted with
the addition of bentonite gel, and if pressure conditions warrant, with barite. No chromate
additives will be used in the mud system.

7. AUXILIARY SAFETY EQUIPMENT TO BE USED:

Auxiliary safety equipment will be a Kelly Cock, bit float, and a TIW valve with drill pipe
threads.

8. TESTING, LOGGING AND CORING PROGRAMS:

The logging program will consist of a Dual Induction, Gamma Ray and Caliper log from TD to
base of surface casing @290' +/-, and a Compensated Neutron-Formation Density Log from TD
to 3500' +-. A cement bond log will be run from PBTD to cement top. No drill stem testing or
coring is planned for this well.

9. ANTICIPATED ABNORMAL PRESSURE OR TEMPERATURE:

The anticipated maximum bottom hole pressure is 2000 psi. It is not anticipated that abnormal
temperatures will be encountered; or that any other abnormal hazards such as H2S will be
encountered in this area.

10. ANTICIPATED STARTING DATE AND DURATION OF THE OPERATIONS:

It is anticipated that the drilling operations will commence the first quarter of 2001, and take
approximately eight (8) days from spud to rig release.

FEBO.92001
DIVISION OF

OIL,GAS AND



Ten Point Well Program &
Thirteen Point Well Program
Page 3 of7

INLAND PRODUCTION COMPANY
WELLS DRAW UNIT 2-32-8-16
NWNE SECTION 32, T8S, Rl6E
DUCHESNE COUNTY, UTAH

THIRTEEN POINT SURFACE PROGRAM

1. EXISTING ROADS

See attached Topographic Map "A"

To reach Inland Production Company well location site Wells Draw Unit 2-32-8-16 located in the
NW¼ NE¼ Section 32, T8S, R16E, S.L.B. & M., Duchesne County, Utah:

Proceed in a southwesterly direction out of Myton, Utah along Highway 40 approximately 1.6
miles to the junctionof this highway and Utah State Highway 53; proceed southerly along Utah
State Highway 53 approximately 1.7 miles to its junctionwith State Highway 216, remain on State
Highway 53 and continue in a southwesterly direction for another 7.7 miles, turn left for another ½
mile to the beginning of the proposed access road.

The highways mentioned in the foregoing paragraph are bituminous surfaced roads to the point
where Highway 216 exists to the South, thereafter the roads are constructed with existing
materials and gravel. The highways are maintained by Utah State road crews. All other roads are
maintained by County crews.

The aforementioned dirt oil field service roads and other roads in the vicinity are constructed out
of existing native materials that are prevalent to the existing area they are located in and range
from clays to a sandy-clay shale material.

The roads for access during the drilling, completion and production phase will be maintained at
the standards required by the State of Utah, or other controlling agencies. This maintenance will
consist of some minor grader work for smoothing road surfaces and for snow removal.

2. PLANNED ACCESS ROAD

Approximately 0.4 miles of access road is proposed. See attached Topographic Map "B".

The proposed access road will be an 18" crown road (9" either side of the centerline) with
drainage ditches along either side of the proposed road whether it is deemed necessary in order to
handle any run-off from normal meteorological conditions that are prevalent to this area. The
maximum grade will be less than 8%.

There will be no culverts required along this access road. There will be barrow ditches and
turnouts as needed along this road.

There are no fences encountered along this proposed road. There will be no new gates or cattle
guards required.

All construction material for this access road will be borrowed material accumulated during
construction of the access road.

FEBO9 2001
DIVISlONOF

OIL, GAS AND



Ten Point Well Program &
Thirteen Point Well Program
Page4of7

3. LOCATION OF EXISTING WELLS

Refer to EXHIBIT D.

4. LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

There are no existing facilities that will be used by this well.
OIL DIVISIONOF

It is anticipated that this well will be a producing oil well. MINING

Upon construction of a tank battery, the well pad will be surrounded by a dike of sufficient
capacity to contain at minimum 110% of the largest tank volume within the facility battery.

Tank batteries will be built to State specifications.

All permanent (on site for six (6) months or longer) structures, constructed or installed (including
pumping units), will be painted Desert Tan. All facilities will be painted within six months of
installation.

5. LOCATION AND TYPE OF WATER SUPPLY

Fresh water purchased from the Johnson Water District will be used for drilling. A temporary
poly pipeline may be used for water transportation from our existing supply line from Johnson
Water District, or trucked from Inland Production Company's injection facilities - EXHIBIT C.

There will be no water well drilled at this site.

6. SOURCE OF CONSTRUCTION MATERIALS

All construction material for this location shall be borrowed material accumulated during
construction of the location site and access road.

A mineral material application is not required for this location.

7. METHODS FOR HANDLING WASTE DISPOSAL

A small reserve pit (90' x 40' x 8' deep, or less) will be constructed from native soil and clay
materials. A water-processing unit may be employed to continuously recycle the drilling fluid as
it is used, returning the fluid component to the drilling rig's steel tanks. The reserve pit will
primarily receive the processed drill cutting (wet sand, shale & rock) removed from the wellbore.
Any drilling fluids, which do accumulate in the pit as a result of shale-shaker carryover, cleaning
of the sand trap, etc., will be promptly reclaimed. All drilling fluids will be fresh water based,
typically containing Total Dissolved Solids of less than 3000 PPM. No potassium chloride,
chromates, trash, debris, nor any other substance deemed hazardous will be placed in this pit.
Therefore, it is proposed that no synthetic liner be required in the reserve pit. However, if upon
constructing the pit there is insufficient fine clay and silt present, a liner will be used for the
purpose of reducing water loss through percolation.

All completion fluids, frac gels, etc., will be contained in steel tanks and hauled away to approved
commercial disposal, as necessary.

A portable toilet will be provided for human waste.

A trash basket will be provided for garbage (trash) and hauled away to an approved disposal site at
the completion of the drilling



Ten Point Well Program &
Thirteen Point Well Program
Page 5 of7

Immediately upon first production, all produced water will be confined in storage tanks. Inland
requests temporary approval to transfer the produced water to Inland's nearby waterflood, for re-
injection into the waterflood reservoirs via existing approved injection wells. Within 90 days of
first production, a water analysis will be submitted to the Authorized Officer along with an
application for approval of this, as a permanent disposal method.

8. ANCILLARY FACILITIES:

There are no ancillary facilities planned for at the present time and none foreseen in the near
future.

9. WELL SITE LAYOUT:

See attached Location Layout Sheet.

Fencing Requirements

All pits will be fenced according to the following minimum standards:

a) A 39-inch net wire shall be used with at least one strand of barbed wire on top of the net.

b) The net wire shall be no more than two (2) inches above the ground. The barbed wire
shall be three (3) inches above the net wire. Total height of the fence shall be at least
forty-two (42) inches.

c) Corner posts shall be centered and/or braced in such a manner to keep tight at all times

d) Standard steel, wood or pipe posts shall be used between the corner braces. Maximum
distance between any two posts shall be no greater than sixteen (16) feet.

e) All wire shall be stretched, by using a stretching device, before it is attached to the corner
posts.

The reserve pit fencing will be on three (3) sides during drilling operations and on the
fourth side when the rig moves off location. Pits will be fenced and maintained until
cleanup.

10. PLANS FOR RESTORATION OF SURFACE:

a) Producing Location

Immediately upon well completion, the location and surrounding area will be cleared of
all unused tubing, equipment, debris, material, trash and junknot required for production.

The reserve pit and that portion of the location not needed for production
facilities/operations will be recontoured to the approximated natural contours. Weather
permitting, the reserve pit will be reclaimed within one hundred twenty (120) days from
the date of well completion. Before any dirt work takes place, the reserve pit must have
all fluids and hydrocarbons removed.

b) Dry Hole Abandoned Location

FEBO9 2001
DMSION OF
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Ten Point Well Program &
Thirteen Point Well Program
Page 6 of 7

At such time as the well is plugged and abandoned, the operator shall submit a
subsequent report of abandonment and the State of Utah will attach the appropriate
surface rehabilitation conditions of approval.

I1. SURFACE OWNERSHIP: State of Utah

12. OTHER ADDITIONAL INFORMATION:

a) Inland Production Company is responsible for informing all persons in the area who are
associated with this project that they will be subject to prosecution for knowingly
disturbing historic or archaeological sites, or for collecting artifacts. If historic or
archaeological materials are uncovered during construction, Inland is to immediately stop
work that might further disturb such materials and contact the Authorized Officer.

b) Inland Production will control noxious weeds along rights-of-way for roads, pipelines,
well sites or other applicable facilities. On State administered land it is required that a
Pesticide Use Proposal shall be submitted and given approval prior to the application of
herbicides or other possible hazardous chemicals.

c) Drilling rigs and/or equipment used during drilling operations on this well site will not be
stacked or stored on State Lands after the conclusion of drilling operations or at any other
time without State authorization. However, if State authorization is obtained, it is only a
temporary measure to allow time to make arrangements for permanent storage on
commercial facilities.

The Archaeological Cultural Resource Survey will be forthcoming.

Additional Surface Stipulations

All lease and/or unit operations will be conducted in such a manner that full compliance is made
with all applicable laws and regulations, Onshore Oil and Gas Orders, the approved plan of
operations and any applicable Notice to Lessees. A copy of these conditions will be furnished to
the field representative to ensure compliance.

Hazardous Material Declaration

Inland Production Company guarantees that during the drilling and completion of the Wells Draw
Unit 2-32-8-16, Inland will not use, produce, store, transport or dispose 10,000# annually of any
of the hazardous chemicals contained in the Environmental Protection Agency's consolidated list
of chemicals subject to reporting under Title III Superfund Amendments and Reauthorization Act
(SARA) of 1986. Inland also guarantees that during the drilling and completion of the Wells
Draw Unit 2-32-8-16 Inland will use, produce, store, transport or dispose less than the threshold
planning quantity (T.P.Q.)of any extremely hazardous substances as defined in 40 CFR 355.

A complete copy of the approved APD, if applicable, shall be on location during the construction
of the location and drilling activities.

Inland Production Company or a contractor employed by Inland Production shall contact the State
office at (801) 722-3417, 48 hours prior to construction activities.

The State office shall be notified upon site completion prior to moving on the drilling rig.

FEBO,92001
DIVISIONOF
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Ten Point Well Program &
Thirteen Point Well Program
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13. LESSEE'S OR OPERATOR'S REPRENSENTATIVE AND CERTIFICATION:

Representative

Name: Mike Guinn
Address: Inland Production Company

Route 3, Box 3630
Myton, UT 84052

Telephone: (435) 646-3721

Certification

Please be advised that INLAND RESOURCES, INC. is colisidered to be the operator of well #2-
32-8-16, NWNE Section 32, T8S, Rl6E, LEASE #ML-21836, Duchesne County, Utah and is
responsible under the terms and conditions of the lease for the operations conducted upon the
leased lands. Bond coverage is provided by Hartford Accident #4471291.

I hereby certify that the proposed drill site and access route have been inspected, and I am familiar
with the conditions which currently exist; that the statements made in this plan are true and correct
to the best of my knowledge; and that the work associated with the operations proposed here will
be performed by Inland Resources, Inc. and its contractors and subcontractors in conformity with
this plan and the terms and conditions under which it is approved. This statement is subject to the
provisions of the 18 U.S.C. 1001 for the filing of a false statement.

Date A n Ho'lst
Permitting Agent
Inland Production Company

FEBO,92001
DIVISION OF
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WORKSHEET
AFPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 02/09/2001 API NO. ASSIGNED: 43-013-32220

WELL MAME: WELLS DRAW 2-32-8-16

OPERATOR: INLAND PRODUCTION ( N5160 )

CONTACT: JON HOLST PHONE NUMBER: 303-893-0102

PROPOSED LOCATION: INSPECT LOCATN BY: / /
NWNE 32 080S 160E

SURFACE: 0470 FNL 1958 FEL Tech Review Initials Date

BOTTOM: 0470 FNL 1958 FEL

DUCHESNE

Engineering s,

MONUMENT BUTTE ( 105 ) Geology

LEASE TYPE: 3
Surface

LKASE NUMBER: ML-21836

SURFACE OWNER: 3-SheÛ

PROPOSED FORMATION: GRRV a

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

/Plat R649-2-3. Unit WELLS DRAW (GR)

Bond: Fed[] Ind[] StaT3] Fee[] R649-3-2. General

(No. 4471291 ) Siting:460 From Qtr/Qtr & 920' Between Wells

Potash (Y/N) R649-3-3. Exception

,Oil shale (Y/N) *190-5 (B) or 190-3

Water Permit y Drilling Unit

(No. MUNICIPAL ) Board Cause No: gy ,g ý g

RDCC Review (Y/N)
Eff Date: g,

(Date: )
Siting:

Fee Surf Agreement (Y/N) R649-3-11. Directional Drill

COMMENTS: 2.-6 -d)

STIPULATIONS: Û Ÿ À¾ go en a Thy



\
OPERATOR: INLANDPROD CO (N5160)

FIELD:MONUMENT BUTTE (105)

SEC. 32, T8S, R16E,

Utah OilGas and Mining COUNTY:DUCHESNE CAUSE: 231-3/ENH REC

WELLSDRAW.« T8S R16E

WELLSDRAW 9 30

I WELLS DRAW 3-32-8-16

MONUMENTBUTTEFIELD o o
WELLSD

LLS DRAW ( NI
CAUSE 231-3 (3-24-99)

WEST POINT (GR) UNIT
WELLS DRAW 5-324-16 WELLS DRAW8-32-8-16

STATE 32-32
o A

GAVILAN ST 22-32

31 32

WEST POJNT S 31-8-16 WELLS DRAW 9-32-8-16
STATE 23-32 e e

STATE13-32
STATE 33-32

STATE14-32
MON FED 34-31- 16 STATE 24-32 WELLS DRAW 15-32-8-16

NINEMILE14-39 A

V te I IRAW FEO 24 31 WELLS DRAW 16 32-8-16

MONFED41-641EY FEDERAL41-5-G

PREPARED BY: LCORDOVA
DATE:
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Well name: 03-01 Inland We11s Draw 2-32-8-16
Operator: Inland
String type: Surface Project ID:

43-013-32220
Location: Duchesne Co.

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.400 ppg Design factor 1.125 Surface temperature: 65 °F

Design is based on evacuated pipe. Bottom hole temperature: 69 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 290 ft

Burst:
Design factor 1.00 Cement top: Surface

Burst
Max anticipated surface

pressure: 0 psi
Internal gradient: 0.436 psilft Tension: Non-directional string.
Calculated BHP 127 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 6,500 ft
Tension is based on buoyed weight. Next mud weight: 8.400 ppg
Neutral point: 253 ft Next setting BHP: 2,836 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 300 ft
Injection pressure 300 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft3)

1 290 8.625 24.00 J-55 ST&C 290 290 7.972 14

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Desi n Load Strength Design Load Strength Design

(psi) (psi) F r (psi) (psi) F (Kips) (Kips) o
1 127 1370 0.83 127 2950 23.3 6 244 40.12

Prepared R.A.McKee Date: March 7,2001
by: Utah Dept. of Natural Resources Salt Lake City,Utah

ENGINEERINGSTIPULATIONS:NONE
Collapse strength is based on the Westcott, Dunlop & Kemlermethod of biaxial correction for tension.
Collapse is based on a vertical depth of 290 ft, a mud weight of 8.4 ppg The casing is considered to be evacuated for collapse purposes.
Burst strength is not adjusted for tension.

Engineering responsibility for use of thisdesign willbe thatof the
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Well name: 03-01 Inland Wells Draw 2-32-8-16
Operator: Inland
String type: Production Project ID:

43-013-32220
Location: Duchesne Co.

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.400 ppg Design factor 1.125 Surface temperature: 65 °F

Design is based on evacuated pipe. Bottom hole temperature: 156 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 300 ft

Burst:
Design factor 1.00 Cement top: 625 ft

Burst
Maxanticipated surface

pressure: 0 psi
Internal gradient: 0.436 psilft Tension: Non-directionalstring.
Calculated BHP 2,836 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B)

Tension is based on air weight.
Neutral point: 5,674 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft3)

1 6500 5.5 15.50 J-55 LT&C 6500 6500 4.825 203.8

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) F
1 2836 4040 2836 4810 101 217 .15 J

Prepared R.A.McKee Date: March 7,2001
by: Utah Dept. of Natural Resources Salt Lake City, Utah

ENGINEERING STIPULATIONS: NONE
Collapse strength is based on the Westcott, Dunlop &Kemler method of biaxialcorrection for tension.
Collapse is based on a vertical depth of 6500 ft, a mud weightof 8.4 ppg The casing is considered to be evacuated for collapse purposes.
Burst strength is not adjusted for tension.

Engineering responsibility for use of thisdesign willbe thatof the
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Well name: 03-01 Inland Wells Draw 2-32-8-16
Operator: Inland
String type: Production Project ID:

43-013-32220
Location: Duchesne Co.

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.400 ppg Design factor 1.125 Surface temperature: 65 °F

Design is based on evacuated pipe. Bottom hole temperature: 156 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 300 ft

Burst:
Design factor 1.00 Cement top: 1,576 ft

Burst
Max anticipated surface

pressure: 0 psi
Internal gradient: 0.436 psilft Tension: Non-directional string.
Calculated BHP 2,836 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B)

Tension is based on air weight.
Neutral point: 5,684 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft*)

1 6500 4.5 11.60 J-55 LT&C 6500 6500 3.875 150.7

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) F (psi) (psi) Fa (Kips) (Kips) F
1 2836 4960 1.75 2836 5350 89 75 162 .15

Prepared R.A.McKee Date: March 7,2001
by: Utah Dept. of Natural Resources Salt Lake City, Utah

ENGINEERING STIPULATIONS: NONE
Collapse strength is based on the Westcott, Dunlop & Kemlermethod of biaxial correction for tension.
Collapse is based on a vertical depth of 6500 ft, a mud weight of 8.4 ppg The casing is considered to be evacuated for collapse purposes.
Burst strength is not adjusted for tension.

Engineering responsibilityfor use of thisdesign willbe thatof the





-SITE PREDRILL EVALUATIO
Division of Oil, Gas and Mining

OPERATOR: Inland Production Company
WELL NAME & NUMBER: Wells Draw # 2-32-8-16
API NUMBER: 43-013-32220
LEASE: ML-21836 FIELD/UNIT: Wells Draw Unit/Monument Butte Field
LOCATION: 1/4,1/4 NW/NE Sec: 32 TWP:08S RNG:16E 470' FNL 1958' FEL
GPS COORD (UTM): 12 573244E;4437038N
SURFACE OWNER: State Lands (SITLA)

PARTICIPANTS
Brad Mecham (Inland Production Company); Dennis L. Ingram (DOGM)

REGIOMAL/LOCAL SETTING & TOPOGRAPHY
Proposed approximately +10.2 miles south of Myton, Utah at point of

north sloving bench and right finger of drainage that runs
north/northeast into Pleasant Vallev, along roadway up Wells Draw
Road.

SURFACE USE PLAN

CURRENT SURFACE USE: Wildlife use and domestic cattle and sheep range

PROPOSED SURFACE DISTURBANCE: +1800 feet of access road in from south
By way of #8-32-8-16 plus location measuring 162'x 305' plus area for
reserve pit and spoil piles.

LOCATION OF EXISTING WELLS WITHIN A 1 MILE RADIUS: See attached map.

LOCATION OF PRODUCTION FACILITIES AND PIPELINES: All surface equipment
shall remain of location with gas lines or disposal lines connecting
to existing infield systems.

SOURCE OF CONSTRUCTION MATERIAL: Native cut and fill using borrowed
material.

ANCILLARY FACILITIES: None requested

WASTE MANAGEMENT PLAN:
Attached and submitted to DOGM with Application to Drill

ENVIRONMENTAL PARAMETERS

AFFECTED FLOODPLAINS AND/OR WETLANDS: None

FLORA/FAUNA: Undeveloped rangeland, shadscale community, sagebrush,
Rabbit brush, prickly pear cactus, and grass; Winter range for elk,
mule deer, antelope, mountain lion, covote, birds of prey, and other
small birds and mammals.

SOIL TYPE AND CHARACTERISTICS: Reddish-tan in color, fine grained
Sandv loam with clay and shale present.

SURFACE FORMATION & CHARACTERISTICS: Uinta formation Upper Eocene Age

EROSION/SEDIMENTATION/STABILITY: Active erosion with



Sedimentation and stability oroblems antic ted with construction
of location.

PALEONTOLOGICAL POTENTIAL: None observed during onsite visit

RESERVE PIT

CKARACTERISTICS: Located on south side of location in cut and upwind
Of wellhead measuring 40'x 80'x 8' deep.

LINER REQUIREMENTS (Site Ranking Form attached): 25 points

SURFACE RESTORATION/RECLAMATION PLAN

Proposed and submitted to DOGM with APD but shall be determined by
SITLA at time of reclamation.

SURFACE AGREEMENT: Yes

CULTURAL RESOURCES/ARCHAEOLOGY: Arch survey not done at present time but is
forthcoming, according to operator

OTHER OBSERVATIONS/COMMENTS

Shallow drainage located adiacent to reserve pit with sandstone
outcropping; another shallow drainage iust north of location. Snow
cover on north facing slopes were present.

ATTACHMENTS:

Photos of well staking and surface area.

Dennis L. Ingram 02/13/01 11:15 AM
DOGM REPRESENTATIVE
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Evaluation Ranking Criteria and Ranking Score
For Reserve and onsite Pit Liner Requirements

Site-Specific Factors Ranking Site Ranking

Distance to Groundwater (feet)
>200 0
100 to 200 5
75 to 100 10
25 to 75 15
<25 or recharge area 20 5

Distance to Surf. Water (feet)
>1000 0
300 to 1000 2
200 to 300 10
100 to 200 15
< 100 20 0

Distance to Nearest Municipal Well (feet)
>5280 0
1320 to 5280 5
500 to 1320 10
<500 15 0

Distance to Other Wells (feet)
>1320 0
300 to 1320 10
<300 20 0

Native Soil Type
Low permeability 0
Mod. permeability 10
High permeability 20 20

Fluid Type
Air/mist 0
Fresh Water 5
TDS >5000 and <10000 15
TDS >10000 or Oil Base 20
Mud Fluid containing high
levels of hazardous constituents 5

Drill Cuttings
Normal Rock 0
Salt or detrimental 10 0

Annual Precipitation (inches)
<10 0
10 to 20 5
>20 10 0

Affected Populations
<10 0
10 to 30 6
30 to 50 8
>50 10 0

Presence of Nearby Utility
Conduits

Not Present 0
Unknown 10
Present 15 0

Final Score (Level II Sensitivity) 30
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PointsofDiversion http://nrwrt1.nr.state.ut.us/cgi-bin/wwwplat.e..=s&w-c&u=d&s=p&p=p&w-=e&u=s&p=r&u-c&u-m&u=p&u=o

UTAH DIVISION OF WATER RIGHTS
WATER RIGHT POINT OF DIVERSION PLOT CREATED TUE, MAR 6, 2001, 2:01 PM

PLOT SHOWS LOCATION OF 11 POINTS OF DIVERSION

PLOT OF AN AREA WITH A RADIUS OF 10000 FEFT FROM A POINT
FEET, FEET OF THE CT CORNER,

SECTION 32 TOWNSHIP 8S RANGE 16E SL BASE AND MERIDIAN

PLOT SCALE IS APPROXIMATELY 1 INCH = 4000 FEET
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1 of 3 3/6/01 1:51



PointsofDiversion http://nrwrt1.nr.state.ut.us/cgi-bin/wwwplat.e...=s&w=c&u=d&s=p&p=p&w=-e&u=s&p=r&u=c&u-m&u--p&u--o
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UTAH DIVISION OF WATER RIGHTS
NWPLAT POINT OF DIVERSION LOCATION PROGRAM

MAP WATER QUANTITY SOURCE DESCRIPTION or WELL INFO POINT OF DIVERSION DESCRIPTION
CHAR RIGHT CFS AND/OR AC-FT DIAMETER DEPTH YEAR LOG NORTH EAST CNR SEC TWN RNG B&M

0 47 1572 .0000 .00 Unnamed Stream
WATER USE(S): STOCKWATERING PRIORITY DATE: 00/00/188
USA Bureau of Land Management 170 South 500 East Vernal

1 47 1588 .0000 .00 Unnamed Stream
RATER USE(S): STOCKWATERING PRIORITY DATE: 00/00/188
USA Bureau of Land Management 170 South 500 East Vernal

2 47 1590 .0000 .00 Wells Draw
WATER USE(S): STOCKWATERING PRIORITY DATE: 00/00/188
USA Bureau of Land Management 170 South 500 East Vernal

3 47 1802 1.3000 .00 Green River & Underground Wate N 1850 E 660 SW 33 8S 16E SL
WATER USE(S): OTHER PRIORITY DATE: 04/23/199
PG & E Resources Company 410 17th Street, Suite 700 Denver
PG & E Resources Company 4849 Greenville Avenue,Stuite 1200 Dallas

2of3



PointsofDiversion http://nrwrt1.nr.state.ut.us/cgi-bin/wwwplat.e..=s&w-c&u=d&s=p&p=p&w-e&u=s&p-r&u=c&u-an&u=p&u-o

4 47 1587 .0000 .00 unnamed stream
WATER USE(S): STOCKWATERING PRIORITY DATE: 00/00/188
USA Bureau of Land Management 170 South 500 East Vernal

5 47 1305 .0000 .00 Wells Canyon Creek
RATER USE(S): STOCKWATERING PRIORITY DATE: 00/00/188
USA Bureau of Land Management 2370 South 2300 West Salt Lake City

6 47 1495 .0000 .00 Pleasant Valley Wash
RATER USE(S): STOCKWATERING PRIORITY DATE: 00/00/188
State of Utah School & Institutional Tru 675 East 500 South, 5th Floor Salt Lake City

7 47 1496 .0000 .00 Wells Draw
WATER USE(S): STOCKWATERING PRIORITY DATE: 00/00/188
State of Utah School & Institutional Tru 675 East 500 South, 5th Floor Salt Lake City

7 47 1496 .0000 .00 Wells Draw
WATER USE(S): STOCKRATERING PRIORITY DATE: 00/00/188
State of Utah School & Institutional Tru 675 East 500 South, 5th Floor Salt Lake City

8 47 1304 .0000 .00 Wells Canyon Creek
WATER USE(S): STOCKRATERING PRIORITY DATE: 00/00/188
USA Bureau of Land Management 2370 South 2300 West Salt Lake City

9 47 1309 .0000 .00 Pleasant Valley Creek
WATER USE(S): STOCKWATERING PRIORITY DATE: 00/00/188
USA Bureau of Land Management 2370 South 2300 West Salt Lake City

3of3
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O State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
1594 West North Temple, Suite 1210

Michael O. Leavitt
Governor PO Box 145801

Kathleen Clarke Salt Lake City,Utah 84114-5801

Executive Director 801-538-5340

Lowell P. Braxton 801-359-3940 (Fax)
Division Director 801-538-7223 (TDD)

March 12, 20001

Inland Production Company
410 - 17th St, Suite 700
Denver, CO 80202

Re: Wells Draw 2-32-8-16 Well, 470' FNL, 1958' FEL, NW NE, Sec. 32 , T. 8 South,
R. 16 East, Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq., Utah
Administrative Code R649-3-1 et seq., and the attached Conditions of Approval, approval to drill
the referenced well is granted.

This approval shall expire one year from the above date unless substantial and continuous
operation is underway, or a request for extension is made prior to the expiration date. The API
identification number assigned to this well is 43-013-32220.

Sincerely,

J hn R. Baza
ssociate Director

er
Enclosures
cc: Duchesne County Assessor



Operator: Inland Production Company
Well Name & Number Wells Draw 2-32-8-16
API Number: 43-013-32220
Lease: ML 21836

Location: NW NE Sec. 32 T. 8 South R. 16 East

Conditions of Approval
1. General

Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
The operator is required to notify the Division of Oil, Gas and Mining of the following actions
during drilling of this well:
• 24 hours prior to cementing or testing casing
• 24 hours prior to testingblowout prevention equipment
• 24 hours prior to spuddingthe well
• within 24 hoursof any emergency changes made to the approved drillingprogram
• prior to commencing operations to plug and abandon thewell

The following are Division of Oil, Gas and Mining contacts and theirwork telephone numbers
(please leave a voice mailmessage if the person is not available to take the call):
• Dan Jarvis at (801) 538-5338
• Carol Daniels at (801) 538-5284 (spud)

3. Reporting Requirements
All required reports, fonns and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. Compliance with the State of Utah Antiquities Act forbids disturbance of archeological,
historical, or paleontological remains. Shouldarcheological, historical or paleontological
remains be encountered during your operations, you are required to immediately suspend
all operations and immediately inform the Trust Lands Administration and the Division
of State History of the discovery of such remains.

5. Compliance with the Conditions of Apyiroval/Applicationfor Permit to Drill outlined in
the Statement of Basis. (Copy Attached)

6. A 3M BOP as proposed in the drilling plan shall be utilized, not the 2M stack as
illustrated in Exhibit F.

7. Federal regulations referenced in thisproposal are not applicate to state
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STATE OF UTAH FORM 9

DEPARTMENT OF NATURALRESOURCES
DIVISION OF OIL,GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML-21836
6. IF INDIAN,ALLOTTEEOR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS N/A
7. UNITor CA AGREEMENT NAME:

Do not use this form for proposals to drillnew wells, significantlydeepen existing wells below current bottom-hole depth, reenter plugged wells, or t° WELLS DRAWdrillhorizontal laterals. Use APPLICATIONFOR PERMITTO DRILLform for such proposals.

1. TYPE OF WELL 8. WELLNAMEand NUMBER:
OIL WELL GAS WELL Ü OTHER WELLS DRAW2-32-8-16

2. NAMEOF OPERATOR: 9. API NUMBER:

INLAND PRODUCTION COMPANY 4301332220
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

Rt. #3 Box 3630 crry Myton STATE UT z,784052 (434) 646-3721 MONUMENTBUTTE
4. LOCATIONOF WELL

FOOTAGESATSURFACE: 470 FNL 1958 FEL COUNTY: DUCilOSne

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NWNE 32 08S 16E STATE:
UTAH

n. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASINGREPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGEWELLSTATUS PRODUCTION(START/RESUME) WATER SHUT-OFF
Date of work completion: .

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER: Permit Extension

O ONVERTWELLTYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Inland Production Company requests to extend the permit to drillthis well for one year.

RECEIVEDAppmved WWe
Utah Division of FEB14 2002

conærio Oti,Gas and Mining

OIL,
GD

S DM NING

NAME(PLEASE PRINT) Mandie Crozier TITLE Permit Clerk

SIGNATURE DATE

(This space for State use only)

(5/2000) (See Instructions on Reverse



DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: INLAND PRODUCTION COMPANY

Well Name: WELLS DRAW 2-32-8-16

Api No: 43-013-32220 Lease Type: STATE

Section 32 Township 08S Range 16E County DUCHESNE

Drilling Contractor STUBBS Rig# 111

SPUDDED:

Date 07/30/02

Time 9:00 AM

How DRY

Drilling will commence:

Reported by PAT WISENER

Telephone# 1-435-823-7468

Date 07/31/2002 Signed:



STATE CF UTAR OPERATCit (NLAND PRODUCTIC N COMPANY OPERATOR ACCT. NO. N5160
-> ONISION OF OIL. GAS ANDf.'EING ADDRESS: RT. 3 BOX 3630

ENTITYACTIONFORM -FORM 6 MYTON,UT 84852

ACT,34 CIsaRElf ¾ëW A>Ih3YBEt WELLeië¾E TELLCC:.-.as; s 00 EFFBETfvE
coos i enivko ENwie ca se va na com,tr omfE CATE

A I
A I, 99999 12419 43-013-32215 Ashiey #744-9-15 SWNE 11 SS 15E Duchesne July 8, 2002 07/08102

WRM COF.'MEtnS

CC A IION CURRENT NEW A IICJN3ER WELL3ma1E WEULLCCANN SPJD EFFECTifE
GDE ENTITY NCE ENTTI NO 00 SC TP RS COtp;1Y U.T¡E CA*E

99999 12276 43-013-32220 Wells Draw #2-32-8-18 NwtNE 32 88 _ 16E Duchesne July 30, 2002 07130/02
.mu2couw«.s-

c5

ACilDN Ct.m r,2W A IMlväER WEi.LI#LIE ? LCCATcN SPUD EFFECTWE
CCDE ENTHYhD. EWITVNO. CO SC T P:3 001:¶Y DME DATE

X 99999 12276 43-013-32222 Wells Draw 114-32-846 Nwww. 32 88 16E Duchesne July 31, 2002 07131102
3CORYdENTS

ACit0N Ct:RRENT NEW APINUF'3ER WELLKRIE W2LLLOCAllCM SFL F NW=
CC3E EY¯fiVNO. Pi¯ITYND

QQ SC TP BG ODuWY DKTE Daye

½RL4 COMJENTS

210M CUMEN¯
NEW APINUMBER WE:.LIGNË VELt. LOCATICN SPUD ËFFECIR;E

CCSE EMIITYND. EI;ïlIYNO QQ SC TO NG CO3NTY CA-E DATE

n. I I
raatscer,•œras

acto•;œDEsginomimalersatmeerrem)
A- Bóitist nEN IC/Ormumsilisciglet210tg)
B- M:Iremonik>easiegen:cy( peracilmat)
C- Raessqnweit.tcoaceum-naartlylosa::Ihreastccomy

AUS0 2 2002 °"

rsore esecouveursommiseenmee.«=:=cNOWESWECIEd.

DIVISIONOF
OIL, GAS AND



DOGMFonn 5

May5, 1987

STATEOF UTAH
DEPARTMENT OF NATURAL RESOURCES
DIVISIONOF OIL, GAS, AND MINING 5. LEASEDESIGNATION AND SERIALNO.

ML - 21836

1. SUNDRY NOTICES AND REPORTS ON WELLS 6. [FINDIAN,ALLOTIEEORTRIBALNAME

(Do not use this form for proposals to drill or to deepen or plug back to a different reservoir. N/A
Uso "APPLICATION FOR PERMIT-"forsuch proposals.)

ELLL WAESLL
OTHER

7. UNITAGREEMENTNWMeElls

Draw Unit

2. NAME OF OPERATOR 8. FARM OR LEASE NAME

INLAND PRODUCTION COMPANY Wells Draw Unit

3. ADDRESS OF OPERATOR 9.

Route 3, Box 3630 Myton, Utah 84052 # 2-32-8-16

(435) 646-3721
4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.* 10 FIELD AND POOL, OR WILDCAT

See also space 17below.)

At surface Monument Butte
470' FNL & 1958' FEL NWINE

ll SEC.,T.,R., M.,0RBLK.AND
SURVEYORAREA

Sec 32, T8s, R16E

14 API NUMBER 15. ELEVATIONS (Show whether DF, RT, GR, etc.) 12 COUNTY OR PARISH 13 STATE

43-013-32220 5674.2' GR Duchesne UT

16. Check Appropriate Box To Indicate Nature of Not :e, Report, or Other Data

NOTICE OF INTENTION TO: SUBSEQUENT REPORT OF:

TEST WATER SHUT OFF PULL OR ALTER CASING O WATERSHUT-OFF REPAIRINGWELL

FRACTURETREAT MULTIPLE COMPLETE FRACTURE TREATMENT ALTERING CASING

SHOOT ORACI DIZE ABANDON* SHOOTINGORACIDIZING ABANDONMENT*

REPAIR WELL O O (OTHER) Spud

(OTHER) (Note: Report results of multiple completion on Well

Completion orRecompletion Report and Log form.)

17 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any

proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinentto this work.)*

MIRU Stubb's rig # 111. Spud well @9:00am on 7/30/02. Drill 121/4" hole to a depth of 315'. PU & MU 7 jt's 85/8"
J-55 24# csgn set depth of 313.45/KB. On 7/31/02 Cement with 150 sks of Class "G" w/ 2% CaCL2 + 1/4# sk Cello-

Flake Mixed @15.8 ppg > l.17 cf/sk yelld. 5 bbls cement returned to surface.

18 I hereby certify tha e foregoing i trye and correct

SIGNED TITLE Drilling Foreman DATE 07/31/2002

(This space for Federal or State oflice use)

APPROVED BY TITLE DATE

CONDITIONS OF APPROVAL, IF ANY:

RECEIVED
See Instructions On Reverse Side

AU605 2002
DIVISIONOP

OIL, GAS AND



. INLAND PRODUCT COMPANY - CASING & CEME EPORT

8 5/8 CASING SET AT 313.45

LAST CASING 8 5/8" SET AT 313A5 OPERATOR Inland Production Company

DATUM 10' KB WELL Wells Draw 2-32-8-16

DATUMTO CUT OFF CASING FIELD/PROSPECT Monument Butte

DATUM TO BRADENHEAD FLANGE CONTRACTOR & RIG # Stubbs #111

TD DRILLER 310' LOGGER

HOLE SIZE 12 1/4

LOG OF CASING STRING:

PIECES OD ITEM - MAKE - DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

40.5 sh jt

WHI - 92 csg head 8rd A 0.95

7 8 5/8" Maverick ST&C csg 24# J-55 8rd A 303.6

GUIDE shoe ard A 0.9

CASING INVENTORY BAL. FEET JTS TOTAL LENGTH OF STRING 305.45

TOTAL LENGTH OF STRING 305.45 7 LESS CUT OFF PIECE 2

LESS NON CSG. ITEMS 1.85 PLUS DATUMTO T/CUT OFF CSG 10

PLUS FULL JTS. LEFT OUT 0 CASING SET DEPTH 313.45

TOTAL 303.6 7 -

TOTAL CSG. DEL. (WlO THRDS) 303 6 7 COMPARE

TIMING 1ST STAGE

BEGIN RUN CSG. SPUD 07/30/2002 GOOD CIRC THRU JOB Yes

CSG. IN HOLE 9:00 AM Bbls CMT CIRC TO SURFACE 3 bbls

BEGIN CIRC RECIPROCATED PIPE FOR THRU FT STROKE

BEGIN PUMP CMT DID BACK PRES. VALVE HOLD ? N/A

BEGIN DSPL. CMT BUMPED PLUG TO 124 PSI

PLUG DOWN Cemented 07/31/2002

CEMENT USED CEMENT COMPANY- 8. J.

STAGE # SX CEMENTTYPE & ADDITIVES

1 150 Class "G" w/ 2% CaCL2 + 1/4#lsk Cello-Flake mixed @15.8 ppg 1.17 of/skyield

CENTRALIZER & SCRATCHER PLACEMENT SHOW MAKE & SPACING

Centralizers - Middle first, top second & thirdfor 3

COMPANY REPRESENTATIVE Pat Wisener DATE



' O g
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5. LEASE DESIGNATION AND SERIALNO.

ML - 21836
1. SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN,ALLOTTEEORTRIBALNAME

(Do not use this form for proposals to drill or to deepen or plug back to a different reservoir. N/A
Use "APPLICATION FOR PERMIT-" for such proposals.)

W LL

WAESLL

OTHER

7. UNITAGREEMENTNWMeEÏIS

ÛrBW Unit

2. NAME OF OPERATOR 8. FARM OR LEASE NAME

INLAND PRODUCTION COMPANY Wells Draw Unit

3. ADDRESS OF OPERATOR 9.

Route 3, Box 3630 Myton, Utah 84052 # 2-32-8-16

(435) 646-3721
4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.* 16 FIELD AND POOL, OR WILDCAT

See also space 17 below.)
At surface Monument Butte

470' FNL & 1958' FEL NWINE
11 SEC., T., R., M., OR BLK. AND

SURVEY OR AREA

Sec 32, T8s, R16E

14 API NUMBER 15. ELEVATIONS (Show whether DF, RT, GR, etc.) 12 COUNTY OR PARISH 13 STATE

43-013-32220 5674.2' GR Duchesne UT

16. Check Appropriate Box To Indicate Nature of Notice, Report, or Other Data

NOTICE OF INTENTION TO: SUBSEQUENT REPORT OF:

TEST WATER SHUT-OFF PULL OR ALTER CASING WATER SHUT-OFF REPAIRING WELL

FRACTURE TREAT MULTIPLE COMPLETE FRACTURE TREATMENT ALTERING CASING

SHOOT OR ACIDIZE ABANDON* SHOOTING OR ACIDIZING ABANDONMENT*

REPAIR WELL (OTER) Water ine

(OTHER) (Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

17 DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any

proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

As per phone conversation : Inland request to run a 2" poly line from the WD 3-32-8-16 due east approximately. 1500' to
the WD 2-32-8-16. On installation of water line 1 trip across the terrain will be required. Removal of said line will be
with power spooler from WD 2-32-8-16 location. Purpose of said line will be to provide fresh water for
drilling/completion operations. Line will be in use for approximately 2 week's. Map is included

18 I herebyDeeLit y th g
ITLE Drilling Foreman DATE 07/31/2002

(This space for Federal or State office use)

APPROVED BY TITLE DATE

CONDITIONS OF APPROVAL, IF ANY:

Accyted y the ECEIVED
Utah Division of

Oil,Gas ahd¾MMgReverseSide

DIVISIONOF
By: , GAS AND







DOGM Form 5

May S. 1987

STATEOF

DEPARTMENT OF NATURAL RESOURCES
DIVISIONOFOIL.GAS.AND MINING i LEASEDESIGNATIONANDSERIALNO.

ML - 21836
i SUNDRY NOTICES AND REPORTS ON WELLS a. IFINDIAN.ALLOTTEEORTRIBALNAME

(Do not use this form for proposals to drill or to deepen or plug back to a different reservoir. N/A
Use "APPLICATION FOR PERMIT--" for such proposals.)

OlELLL
EL OTHER

7. UNITAGREEMENTNWMeEIIS

Draw Unit

2 NAMEOFOPERATOR s. FARMORLEASENAME

INLAND PRODLICTION COMPANY Wells Draw Unit

3 ADDRESS OF OPERATOR 9.

Route 3, Box 3630 Myton, Utah 84052 # 2-32-8-16
(435) 646-3721

4 LOCATION OF WELL (Report location clearly and in accordance with any State requirements.* 10 FlELD AND POOL OR WILDCAT

See also space 17 below.)

At surface Monument Butte
470' FNL & 1958' FEL NWINE

ll SEC.. T.. R.. M.. OR BLK. AND
SURVEY OR AREA

Sec 32, T8s, RI6E

14 API NUMBER 15. ELEVATIONS (Show whether DF. RT. GR. etc.) 12 COUNTY OR PARISH 13 STATE

43-013-32220 5674.2' GR Duchesne UT

io. Check Appropriate Box To ludicate Nature of Notice. Report.or Other Data
NOTICE OF INTENTION TO: SUBSEQUENT REPORT OF

n r«ATERSIRT-01r PULLORALTERCASING WATERSHUT-OFF REPAIRINGWELL

FRACTURE TREAT A1llLTIPLE COMPLETE FRACTURE TREATMENT ALTERING CASING

SHOOT OR ACIDIZE ABANDON* SHOOTING OR AC1DIZING ABANDONMENT*

REPAIR WELL (OTHER) Weekly Status

(OTHER) (Note: Report results of multiple completion on Well

Completion or Recompletion Repott and Log foim)

17 DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details. and give pertinent dates. including estimated date of starting any

proposed work If well is directionally drilled. give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Weekly Status report for the period of 8/5/02 thru 8/11/02.

On 8/9/02. MIRU Union # 14. Set equipment. Nipple up. Test BOP's, Choke manifold, Kelly, TIW. To
2,000 psi. Test 85/8" esgn to 1,500 psi. State office of DOGM & Vernal BLM was notifed of the test. PU &
MU bit # 1. MM & BHA. Tag cement @261'. Drill out cement & shoe. Drill 77/8"hole with air mist to a
depth of 2950'.

IR I I ei bv c 1 y

Drilling Foreman DATE 08/12/2002

(ThisspaceforFederalorstateo i usel

APPROVED BY TITLE DATE

CONDITIONS OF APPROVAL JF ANY:

RECEIVED
* See lustructions On Reverse Side AU613 2002

DIVISION OF
OIL, GAS AND



STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES

DIVISlON OF OlL, GAS, AND MINING i LEASE DESIGNATION AND SERIALNO.

ML - 21836
1. SUNDRY NOTICES AND REPORTS ON WELLS 6 IFINDIAN.ALLOTTEEORTRIBALNAME

(Do not use this form for proposals to drill or to deepen or plug back to a different reservoir. N/A

Use "APPLICATION FOR PERMIT--" for such proposals.)

7 UNITAGREEMENTNAME

OIL GAS
WEL WELL OTHER Wells Draw Unit

2. NAME OF OPERATOR 8 FARM OR LEASE NAME

INLAND PRODUCTION COMPANY Wells Draw Unit

3. ADDRESS OF OPERATOR 9

Route 3, Box 3630 Myton, Utah 84052 # 2-32-8-16

(435) 646-3721
4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.* 10 FIELD AND POOL OR WILDCAT

See also space 17 below.)
Atsurface Monument Butte

470' FNL & 1958' FEL NWINE
1I SEC..T..R..M..ORBLK.AND

SURVEY OR AREA

Sec 32, T8s, R16E

14 API NUMBER 15. ELEVATIONS (Show whether DF, RT, GR, etc.) 12 COUNTY OR PARISH 13 STATE

43-013-32220 5674.2' GR Duchesne UT

16. Check Appropriate Box To Imlicate Nature of Notice, Report, or Other Data

NOTICE OF INTENTION TO: SUBSEQUENT REPORT OF:

TEST WATER siirT nEF PULL OR ALTER CASING WATER SHUT-OFF REPAIRING WELL

FRACTURE TREAT MULTIPLE COMPLETE FRACTURE TREATMENT ALTERlNG CASING

SHOOTORACIDIZE ABANDON* SHOOTlNGORACIDIZING ABANDONMENT*

REPAlRWELL (OTHER) Weekly Status

(OTNER) (Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log foim)

17 DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any

proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Weekly Status report for the period of 8/12/02 thru 8/18/02.
Dril177/8" hole with air mist to a depth of 4078'. PU & MU bit #2, MM, & BHA. Drill 77/8" hole with

fresh water to a depth of 6329'. Lay down drill string. Open hole log. PU & MU Guide shoe, 1 jt 51/2"

csg, Float collar & 141 jt's J-55 15.5 # 51/2" csgn. Set @6295'/KB. Cement with 450* sks. 50/50 POZ w/

3% KCL, 1/4#sk Cello-Flake, 2% Gel, .3%SMS, .05#sk Static free, Mixed @ 14.4 ppg >1.24 YLD. Then
325* sks Prem Litell w/ 3% KCL, 2#/sk Kolseal, 10% Gel, .5SMS, 3#sk BA90, mixed @11.0ppg >3.49.

Good returns thru job with 45 bbls of 50 bbls dye water returned to pit. Set slips with 94,000# tension.
Nipple down BOP's. Release rig @9:00 pm on 8/16/02.
WOC ,

18 i hereby certify that the f going is true and co est

SIGNED Drilling Foreman DATE 08/19/2002
L

(This space for Federal or State oflice use)

APPROVED BY TITLE DATE

CONDITIONS OF APPROVAL. [F ANY:

RECEIVED
* See Instructions On Reverse Side

AU62O2002
DIVISIONOF

OIL,GAS AND



l
* INLAND PRODUCTIO COMPANY - CASING& CEMENT EPORT

5 1/2" CASING SET AT 6295.5

Flt cilr @6273'

LAST CASING 8 5/8" SET AT 313.45' OPERATOR Inland Production Company

DATUM 10' KB WELL Wells Draw 2-32-8-16

DATUMTO CUT OFF CASING FIELD/PROSPECT Monument Butte

DATUM TO BRADENHEAD FLANGE CONTRACTOR &RIG# Union #14

TD DRILLER 6329' LOGGER 6311'

HOLE SIZE 7 7/8"

LOG OF CASING STRING:

PIECES OD ITEM - MAKE - DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

38' @ 4136'

141 5 1/2" Newport LT & C casing 15.5# J-55 8rd A 6284.15

Float collar 0.6

1 5 1/2" Newport LT&C csg 15.5# J-55 8rd A 20.9

GUIDE shoe 8rd A 0.65

CASINGINVENTORY BAL. FEET JTS TOTAL LENGTH OF STRING 6306.3

TOTAL LENGTH OF STRING 6306.3 142 LESS CUT OFF PIECE 20.8

LESS NON CSG. ITEMS 1.25 PLUS DATUMTO TICUT OFF CSG 10

PLUS FULL JTS. LEFT OUT 30.68 1 CASING SET DEPTH 6295.5

TOTAL 6335.73 143

TOTAL CSG. DEL. (WlO THRDS) 6335.73 143 COMPARE

TIMING 1ST STAGE 2nd Stage

BEGIN RUN CSG. 12:30 PM GOOD ClRC THRU JOB YES

CSG. IN HOLE 3:00 PM Bbls CMT ClRC TO SURFACE 46 of 50 bbis dye water

BEGIN CIRC 3:00pm 3:30pm RECIPROCATEDPIPE 15 mins THRU 6' STROKE

BEGIN PUMP CMT 4:27pm 4:56pm DID BACK PRES. VALVE HOLD ? Yes

iBEGIN DSPL. CMT 5:15pm BUMPED PLUG TO 1889 PSI

PLUG DOWN 5:45pm

:CEMENT USED CEMENT COMPANY- 8. J.
I
STAGE # SX CEMENT TYPE & ADDITIVES

i

1 325 Premlite IIw/ 10% gel + 3 % KCL, 3#'s Isk CSE+ 2# sk/kolseal + 1/4#'s/sk Cello Flake

mixed @ 11.0 ppg W / 3.43 cflsk yield

AU620 2002
DIVISluNOP

OIL,GASANDMINING
COMPANY REPRESENTATIVE Ray Herrera DATE



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MÏNING 5. LEASEDESIGNATIONANDSERIALNO.

ML-21836

e SUNDRY NOTICES AND REPORTS ON WELLS 6. [FlNDIAN.ALLOTTEEORTRIBALNAME

(Do not use this form for proposals to drill or to deepen or plug back to a difTerentreservoir. N/A
1]sc "APPLICATION FOR PERMIT--" forsucli proposals.)

VELLL VAE

L OTHER

7. UNITAGREEMENTNAMEW

2. NAMEOFOPERATOR 8. FARMORLEASENAME

INLAND PRODUCTION COMPANY WELLS DRAW 2-32-8-16

3. ADDRESŠ OF OPERATOR 9. WELL NO.

Rt. 3 Box 3630, Myton Utah 84052 WELLS DRAW 2-32-8-16
435-646-3721

4. LOCATIONOF WELL (Report location cleurly and in accordance with any State requirements.* 10. FlELD AND POOL.OR WILDCAT

See also space 17 below.) ,

Aisurnice MONUMENT BUTTE
NW/NE Section 32, T8S Rl6E
470 FNL 1958 FEL li.SEC..T..R..M..ORBLK.AND

SURVEY OR AREA

NW/NE Section 32, T8S R16E

14 API NUMBER 15. ELEVATIONS(Show whether DF, RT. GR. etc.) 12. COUNTYOR PARISH 13. STATE

43-013-32220 5674 GR .DUCHESNE UT .

16. Check Appropri:ite Box To Indicate Nature of Notice, Report, or Other Data

NOTICE OF INTENTlON TO: SUBSEQtJENT REPORT OF:

TisT éxn:R surT-ovF PtILL OR ALTER CASING WATER SH1JT-OFF REPAIRING WELL

FRACTURE TREAT AllJLTlPLE COMPLETE FRACT1JRETREATMENT ALTERING CASING

SHOOT OR ACl DIZE MOW SHOOTlNG OR ACIDIZ1NG ABANDONMENT*

REPAIR WELL (OTHER) Status report

(OTHER) (Note: Reportresults of multiplecompletion on Well

Completionor Recompletion Report and Log fonn.)

17 DESCR1BE PROPOSED OR COMPLETED OPERATIONS. (Clearlystate.allpertinent details.and give pertinent dales, includingestimaled date ofstarting any

proposed work 1twell is directionallydrilled, give subsuriitce locations and measuredamd true vertical depths for all markers and zones pertinent to this work.)*

Status report for time period 8/26/02 through 9/1/02.
Subject well had completion procedures initiated in the Green River formation on 8/23/02 without use of a
service rig. A total of 3 Green River intervals were perforated and hydraulically fracture treated down 5
1/2" casing using composite flow-through frac plugs between stages. Fracs were flowed back through
chokes. A service rig was moved on well on 8/27/02. Frac plugs were drilled out and well was cleaned out
to PBTD @6275'. Zones were swab tested for sand cleanup. Production tbg was ran in and anchored in
well. A repaired rod pump was ran in well on sucker rods. Well began producing via rod pump on 8/30/02.

IS I hereby certify that the to ¿oing is true: Teeg

SIGNED TITLE Completion Foreman DATE 9/2/2002
Cary Dietz

cc: BLM
iThis space for Federal or State ollice usci

A0PROVED BY TITLE

CONDITIONS OF APPROVAL JF ANY:

SEPOA2002
* See lustructions On Reverse Side

DIVISION OF
OIL,GASAND



RESOURCES INC.

October 1, 2002

State of Utah, Division of Oil, Gas and Mining
Attn: Ms. Carol Daniels
P.O. Box 145801
Salt Lake City, Utah 84144-5801

Attn: Ms. Caroi Daniels

Wells Draw #2-32-8-16 (43-013-32220)
Duchesne County, UT

Dear Ms. Carol Daniels

Enclosed is a Well Completion or Recompletion Report and Log form (Form 3160-4). We are no
longer sending Log copies since Dave Jull of Phoenix Surveys is already doing so.

If you should have any questions, please contact me at (303) 382-4449.

Sincerely,

Brian Harris
Engineering Tech

Enclosures

cc: Bureau of Land Management
Vernal District Office, Division of Minerals
Attn: Edwin I. Forsman
170 South 500 East
Vernal, Utah 84078

Well File - Denver
Well File - Roosevelt
Patsy Barreau/Denver
Bob Jewett/Denver
Tara Eisler/Denver RECEIVED

OCTU3 2002
olvlSION OFOIL,GASANDMINING

410 Seventeenth Street, Suite 700, Denver, CO 80202 • 303-893-0102 • FAX



FORM 3160-4 SUBMIT IN D ICATE* FORM APPROVED
(July 1992) (See other in- OMB NO. 1004-0137

UNITED STATES 6'r °*i°"6°"3 Expires: February28,1995
reverse side)

DEPARTMENT OF THE INTERIOR 5.LEASEDESIGNATIONANDSERIALNO:

BUREAU OF LAND MANAGEMENT ML-21836
6. IF INDIAN, ALLOTTEE OR TRIBE NAMEWELL COMPLETION OR RECOMPLETION REPORT AND LOG*

NA
la. TŸÑOF WORK 7. UNIT AGREEMENT NAME

WO
LL L

DRY Other Wells Draw
lb. TYPE OF WELL

8. FARM OR LEASE NAME, WELL NO.
NEW WORK PLUG DIFF

WELL OVER
DEEPEN

BACK RESVR. Other Wells Draw 2-32-8-16
2. NAME OF OPERATOR 9. WELL NO.

INLAND RESOURCES INC. " 43-013-32220
3. ADDRESS AND TELEPHONE NO. 10 FIELD AND POOL OR WILDCAT

410 17th St. Suite 700 Denver, CO 80202 Monument Butte
4. LOCATION OF WELL (Report locations clearly and in accordance with any State requirements.*) 11. SEC., T., R., M., OR BLOCK AND SURVEY
At Surface 470' FNL 1958' FEL (NWNE) Sect. 32 T8S, R16E OR AREA

Sect. 32 T8S, R16E
At top prod. Interval reported below

At total depth 14. API NO. DATE ISSUED 12. COUNTY OR PARISH 13. STATE
43-013-32220 3/12/01 Duchesne UT

15. DATE SPUDDED 16. DATE T.D. REACHED 17. DATE COMPL. (Ready to prod.) 18. ELEVATIONS (DF, RKB, RT, GR, ETC.)* 19. ELEV. CASINGHEAD

7/30/02 8/16/02 8/30/02 5674' GL 5684' KB
20. TOTAL DEPTH, MD & TVD 21. PLUG BACK T.D., MD & TVD 22. IF MULTIPLE COMPL., 23. INTERVALS ROTARY TOOLS CABLE TOOLS

HOW MANY* DRILLED BY
6329' KB 6275' KB --> X

25. WAS DIRECTIONAL
SURVEY MADEGreen River 5225'-6202'

No
26. TYPE ELECTRIC AND OTHER LOGS RUN 27. WAS WELL CORED

DIGL/SP/CD LIGR/Cal 1 No
23. CASING RECORD (Report all strings set in wel )

CASING SIZE/GRADE WEIGHT, LBJFT. DEPTH SET (MD) HOLE SIZE TOP OF CEMENT, CEMENTING RECORD AMOUNT PULLED8-5/8" - J-55 24# 313.45' 12-1/4" To surface with 150 sx Class "G" cmt
5-1/2" - J-55 15.5# 6295.50' 7-7/8" 325 sx Premlite II and 450 sx 50/50 Poz

29. LINER RECORD 30. TUBING RECORD
SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2-7/8" EOT @ TA @
6052' 5983'

3L. PERFORATION RECORD (Interval, size and number) 32. ACID, SHOT, FRACTURE, CEMENT SQUEEZE, ETC.
INTERVAL SIZE SPF/#shots DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED

(CP) 6196-6202', 6032-38', 5939-49', 5864-70 0.38" 4/112 5864'-6202' Frac w/ 99,855#20/40 sand in 417 bbl frac fluid.
(LODC sands) 5683-87', 5666'-76',

5592'-96 5580-90', 5522-31' 0.38" 4/148 5522'-568T Frac w/ 97,532#20/40 sand in 400 bbl frac fluid.
(B1,A.5) 5358-62', 5350-54', 5225-37 0.38" 4/80 5225'-5362' Frac w/ 28,159#20/40 sand in 127 bbl frac fluid.

33.* PRODUCTION
DATE FIRST PRODUCTION PRODUCTION METHOD (Flowing, gas lift, pumping--size and type of pump) WELL STATUS (Producing or shut-in)

8/30/02 2-1/2" x 1-1/2" x 15' RHAC Pump PRODUCING
DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N. FOR OIL--BBLS. GAS--MCF. WATER--BBL. GAS-OIL RATIO

TEST PERIOD

10 day ave
--..> | 22 55 19 2500

FLOW. TUBING PRESS. CASING PRESSURE CALCULATED OIL-BBL. GAS--MCF. WATER--BBL. OIL GRAVITY-API (CORR.)24-HOUR RATE

34 DISPOSITION OF GAS (Sold, used for fuel, vented, etc.)
Sold & Used for Fuel

TEST WITNESSED BY

35. LIST OF ATTACHMENTS

36. I hereby certify that the foregoing a i attached infonnation is complete and correct as determined from all available records

SIGNED TITLE Engineering Technician DATE 10/1/2002
Brian Harris BDH

*(See Instructions and Spaces for AdditionalData on Reverse Side)
Title la U.S.C. Section 1001. makes it a crime for any person knowingly and willfully to make to any department or agency of the United Sintes any false. fictitious or fraudulent statements or representations as to any mauer within its
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FORM 9

STATE OF UTAH

DIVISION OF OIL, GAS,AND MINING 5. LEASEDESIGNATIONANDSERIALNO.
ML-21836

1. SUNDRYNOTICESANDREPORTS ON WELLS 6. IFINDIAN,ALLOTTEEORTRIBALNAME

Do not use this form for proposals to drill new wells, deepen existing wells, or to reenter plugged andabandoned wells. N/A
Uso "APPLICATION FOR PERMITTODRILLOR DEEPEN form forsuch proposals.

ELLL GWAESLL
OTHE

7. UNIT AGMWLNS

DRAW

2. NAME OF OPERATOR 8. WELL NAME and NUMBER

INLAND PRODUCTION COMPANY WELLS DRAW UNIT 2-32-8-16

3. ADDRESS AND TELEPHONE NUMBER 9 APl NUMBER

Rt. 3 Box 3630, Myton Utah 84052 43-013-32220
435-646-3721

4. LOCATION OF WELL to FIELDAND POOL,ORWILDCAT

Footages 470 FNL 1958 FEL MONUMENT BUTTE

QQ,SEC, T, R, M: NW/NE Section 32, T8S R16E
couvryDUCHESNE
STATE UTAH

11 CHECK APPROPRIATE BOXËS TO INDICATE NATUREOF NO ICE, REPORT OR OTHER DATA

NOTICE OF INTENT: SUBSEQUENT REPORTOF:

(Submit in Duplicate) (Submit Original Form Only)

ABANDON NEW CONSTRUCTION ABANDON* NEW CONSTRUCTION

REPAIR CÁSING PULL OR ALTER CASING REPAIP,CASING PULL OR ALTER CASING .

cHÄNGE OF PLANS RECOMPLETE . CHANGE OF PLANS RECOMPLETE

CONVERT TO INJECTION REPERFORATE CONVERT TO INJECTION REPERFORATE

FRACTURE TREAT ORACIDIZE VENT OR FLARE FRACTURETREATOR ACIDIZE VENT OR FLARE

MULTIPLE COMPLETION WATER SHUT OFF OTHER

OTHER Dispose Water DATE WORK COMPLETED

Report results of Multiple Completion and Recompletions to different

reservoirs on WELL COMPLETION OR RECOMPLETION REPORT AND

LOG form.
*Must be accompanies by a cement verification report.

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. (Clearly state all pertinent details, and give pertinent dates. If well is directionally drilled, give subsurface locations

and measured and tme vertical depth for all markers and zones pertinent to this work.

Formation water is produced to a steel storage tank. If theproduction water meets quality guidelines, it is transported to the Ashley,

Monument Butte, Jonah, and Beluga water injectionfacilitiesby company or contract trucks. Subsequently,the produced water is injected

into approved Class II wells to enhance Inland's secondary recovery project.

Water not meeting quality criteria, is disposed at Inland'sPariette#4 disposal well (Sec. 7, T9S Rl9E) or at State of Utah approved surface

disposal facilities.

E & SIGNATURE : TITLE Regulatory Specialist DATE I 1/13/2003
Mandie Crozier

(Tliis space for Stato use only)

4/94 * See Instructions On Reverse Side

Accepted by the RECEIVEUtah Division of
Oil, Gas and Mining NOVi 7

FORRECORDONLY omoron'' SE



Division of Oil, Gas and Mining
ROUTING

OPERATOR CHANGE WORKSHEET 1. GLH

2. CDW

Change of Operator (Well Sold) Designation of Agent/Operator

X Operator Name Change Merger

The operator of the well(s) listed below has changed, effective: 9/1/2004
FROM: (Old Operator): TO: ( New Operator):
N5160-Inland Production Company N2695-Newfield Production Company

Route 3 Box 3630 Route 3 Box 3630
Myton, UT 84052 Myton, UT 84052

Phone: 1-(435) 646-3721 Phone: 1-(435) 646-3721

CA No. Unit: wellsDraw (Green River)

NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL
NO TYPE TYPE STATUS

WELLS DRAW 2-32-8-16 32 080S 160E 4301332220 12276 State OW P
WELLS DRAW 3-32-8-16 32 080S 160E 4301332221 12276 State WI A
WELLS DRAW 4-32-8-16 32 080S 160E 4301332222 12276 State OW P
WELLS DRAW 14A-34-8-16 34 080S 160E 4301332330 12276 Federal OW P K

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 9/15/2004
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005
4. Is the new operator registered in the State of Utah: YES Business Number: 755627-0143

5. If NO, the operator was contacted contacted on:

Newfield Wells Draw 3 FORM 4B.xls



. * O
6a. (R649-9-2)Waste Management Plan has been received on: IN PLACE

6b. Inspections of LA PA state/fee well sites complete on: waived

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM BIA

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: n/a

9. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: nal

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to
Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 2/23/2005

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 2/28/2005

2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 2/28/2005

3. Bond information entered in RBDMS on: 2/28/2005

4. Fee/State wells attached to bond in RBDMS on: 2/28/2005

5. Injection Projects to new operator in RBDMS on: 2/28/2005

6. Receipt of Acceptance of Drilling Procedures for APD/New on: waived

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UT 0056

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: 61BSBDH2912

FEE & STATE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 61BSBDH2919

2. The FORMER operator has requested a release of liability from their bond on: n/a*

The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: n/a

COMMENTS:
*Bond rider changed operator name from Inland Production Company to Newfield Production Company - received 2/23/05

I

Newfield Wells Draw 3 FORM_4B.xls



CorporationsSection 4gtE op e0ffTey S. Connor
P.O.Box 13697 4 , A Secretaryof State
Austin, Texas 78711-3697

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, does hereby certify that the attached is a true and
correct copy of each document on file in this office as described below:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September 02, 2004

In testimonywhereof, I havehereunto signed my name
officially and caused to be impressed hereon the Sealof
State at my office in Austin, Texas on September 10,
2004.

Secretary of State

Comevisit us on the internet at http://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by:



ARTICLES OF AMENDMENT the (fc OSS
TO THE SecretarYofState ofTexas

ARTICLESOP INCORPORATION
OF 02 Ñ

INLAND PRODUCTION COMPAN Y CorporationsSection

· Pursuant.tothe provisionsof Article 4.04 of the Texas BusinessCorporationAct (the
"TB0A"), the undersigned corporation adopts the followingarticles of amendmentto the articles
of incorporation:

ARTICLE1 - Name

The name of the corporation is Inland Production Company.

ARTICLE 2 - Amended Name

The following amendment to the Articles of Incorporation was approved by the Board of
Directors and adoptedby the shareholders of the corporation on August 27, 2004.

The amendment alters or changes Article Oné of the Articles of Incorporation to change
the name of the corporation so that, as amended, Article One shallread in its entirety as follows:

"ARTICLE ONE - The name of the corporation is NewfieldProduction Company."

ARTICLE 3 - Effective Date of Filing

This document will become effective upon filing.

The holder of all of the shares outstanding and entitled to vote on said amendment has
signed a consent in writingpursuantto Article 9.10 of the TBCA, adopting said amendment,and
any written notice required has been given.

IN WITNESSWHEREOF, the undersigned corporation hasexecuted these Articles of
Amendment as of the 1" day of September, 2004.

INLAND RESOURCES INC.

By:
Susan G. Riggs,



GARY R. HERBERT 
Governor 

SPENCER J. COX 
Lieutenant Governor 

State of Utah 
DEPARTMENT OF NATURAL RESOURCES 

MICHAEL R. STYLER 
Executive Director 

Division of Oil, Gas and Mining 
JOHNR.BAZA 
Division Director 

November 28,2016 

CERTIFIED MAIL NO.: 70150640000352760440 

Mr. Kirby Carroll 

4? 6l~ 3'22..'2.D 
WeAL~ I:>t-MO z.-32.-S-l~ 

Newfield Production Company 
1001 17th Street, STE 2000 
Denver, CO 80202 

~2. ~S ~Gt= 

Subject: Extended Shut-in and Temporary Abandoned Well Requirements for Fee or State Leases 

Dear Mr. Carroll: 

As of August 2016, Newfield has thirty-two (32) State and Fee Lease Wells (see 
attachment A) that are currently in non-compliance with the requirements for extended shut-in or 
temporarily abandoned (SIITA) status. 

Wells SIITA beyond twelve (12) consecutive months requires filing a Sundry Notice 
(R649-3-36-1). Wells with five (5) years non-activity or non-productivity shall be plugged, 
unless the Division grants approval for extended shut-in time upon a showing of good cause by 
the operator (649-3-36-1.3.3). For extended SIITA consideration the operator shall provide the 
Utah Division of Oil, Gas and Mining with the following: 

1. Reasons for SI/TA of the well (R649-3-36-1.1). 

2. The length oftime the well is expected to be SIITA (R649-3-36-1.2), and 

3. An explanation and supporting data if necessary, for showing the well has 
integrity, meaning that the casing, cement, equipment condition, static fluid level, 
pressure, existence or absence of Underground Sources of Drinking Water and 
other factors do not make the well a risk to public health and safety or the 
environment (R649-3-36-1.3). 

Please note that the Divisions preferred method for showing well integrity is by MIT. 

1594 West North Temple, Suite 1210, Salt Lake City, UT 84116 
PO Box 145801, Salt Lake City, UT 84114-5801 
telephone (80 I) 538-5340 • facsimile (801) 359-3940. TTY (801) 538-7458 • www.ogm.utah,gov 

OIL, GAS & MINING 



Page 2 
Newfield Production Company 
November 28, 2016 

Submitting the information suggested below may help show well integrity and may help 
qualify your well for extended SIITA. Note: As of July 1,2003, wells in violation of the SIffA 
rule R649-3-36 may be subject to full cost bonding (R649-3-1-4.2, 4.3). 

1. Well bore diagram, and 
2. Copy of recent casing pressure test, and 
3. Current pressures on the wellbore (tubing pressure, casing pressure, and 

casing/casing annuli pressure) showing wellbore has integrity, and 
4. Fluid level in the well bore, and 
5. An explanation of how the submitted information proves integrity. 

All Submittals should be sent via ePermit 

If the required information is not received within 30 days of the date of this notice, 
further actions may be initiated. If you have any questions concerning this matter, please contact 
me at (801) 538-5281. 

DKDIDD/js 

cc: Compliance File 
Well File 
La V onne Garrison, SITLA 

Dustin K. Doucet 
Petroleum Engineer 

N :\O&G Reviewed Docs\ChronFile\PetroleumEngineer\SIT A 



ATTACHMENT A 

Well Name API LEASE Years.Months Inactive 

1 GMBU 2-16-9-18H 43-047-52013 ML-48378 4.4 

2 Gulf State 36-13 43-047-31345 ML-22057 9.2 

3 Moon 3-20-4-2 43-013-50007 Fee 3.5 

4 S Mon Butte ST P-2-9-16 43-013-50118 ML-21839 3.6 

5 State 3-16-9-18 43-047-35813 ML-48378 3.5 

6 Wells Draw ST 7-36 43-013-30934 ML-21835 3.4 

7 Prewitt 10-24 43-013-31865 Fee 3.2 

8 W Draw ST N-32-8-16 43-013-34146 ML-45555 2.4 

7 9 Wells Draw 2-32-8-16 43-013-32220 ML-21836 2.3 

10 GMBU N-2-9-15 43-013-5091 0 ML-43538 2.2 

11 GMBU M-2-9-15 43-013-50909 ML-43538 2.1 

12 Moon 1-29-4-2 43-013-50006 Fee 2.0 

13 Moon 1-20-4-2 43-013-50008 Fee 2.0 

14 State 1-36-8-15 43-013-34234 ML-21835 2.5 

15 Ashley ST 6-2-9-15 43-013-32584 ML-43538 1.10 

16 ~lIen Trust 2-24 43-013-31944 Fee 1.9 

17 Lamb 4-34-4-1E 43-047-40272 Fee 1.5 

18 Wells Draw 4-32-8-16 43-013-32222 ML-21836 1.8 

19 Greater Mon Butte T -36-8-16 43-013-50211 ML-22061 1.8 

20 Williams #14-8-4-2 43-013-50617 Fee 1.8 

21 Hancock 11-21-4-1 43-013-33242 Fee 1.5 

22 Malnar 9-19-4-1 43-013-33913 Fee 1.2 

23 Hancock 16-20-4-1 43-013-33914 Fee 1.0 

24 State 12-36-8-15 43-013-34224 ML-21835 2.1 

25 State 4-36-8-15 43-013-34231 ML-21835 1.4 

26 Roberts 4-19-4-1 43-013-50072 Fee 1.1 

27 Mon Butte East K-36-8-16 43-013-50112 ML-22061 1.1 

28 S Mon Butte ST N-2-9-16 43-013-50117 ML-21839 1.4 

29 Wilcken 16-23-4-2 43-013-50304 Fee 1.0 

30 Hancock 12-7-4-1W 43-013-50422 Fee 1.3 

31 State 1-16-9-18 43-047-35811 ML-48378 1.6 

32 Lamb 1-34-4-1E 43-047-40275 Fee 1.1 
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